


DACW38-03-B-0018 
Page 5 of 148 

 
BIDDING SCHEDULE 

PREAWARD INFORMATION/DESCRIPTION OF WORK/BID EVALUATION 
 

A.  Preaward Information.  Each bidder shall upon request of the Contracting 
Officer, furnish a statement of whether he is now or ever has been engaged in 
any work similar to that covered by the specifications herein, the dollar 
value thereof, the year in which such work was performed, and the manner of 
its execution, and giving such other information as will tend to show the 
bidder’s ability to prosecute the required work.  This information will be 
used to determine bidder responsibility.  It shall include but is not limited 
to the following: 
 
 1.  The name and address of the office or firm under which similar work 
was performed. 
 
 2.  A list of key personnel available for the instant project and their 
qualifications. 
 
 3.  A copy of bidder’s latest financial statement, including the names 
of banks or other financial institutions with which the bidder conducts 
business.  If the financial statement is more than 60 days old, a certificate 
should be attached stating that the financial condition is substantially the 
same, or if not the same, the changes that have taken place.  Such statement 
will be treated confidentially. 
 
 4.  A list of present commitments, including the dollar value thereof, 
the name of office or firm for whom the work is being performed. 
 
B. Description of Work.  Furnishing, delivering, and operating one cutterhead, 
hydraulic, pipeline dredge as described in the schedule.  The dredge will work 
*

principally in the Vicksburg District and adjacent Districts. 
 
 1.  The Contractor should take notice that if dredging is needed on an 
emergency basis in Districts adjacent to the Vicksburg District, such work is 
to be performed under this contract and its terms and conditions. 
 
 2.  The dredge will be used primarily to make and enlarge dredge cuts, 
construct fills, and dredge various harbor channels and may also be required 
to remove old piling, or revetments.  Currents generally vary from zero to 
seven feet per second but may exceed this velocity.  The materials to be 
dredged may consist of sand, gravel, silt, mud, and clay.  Stumps, roots, 
logs, riprap, and miscellaneous debris may be encountered.  The dredge must be 
equipped with suitable pump impellers and cutters to efficiently handle these 
varying materials.  Other channel work will be done as directed by the 
Contracting Officer. 
  
      3.  The apparent low bidder will be required prior to award to present a 
drawing depicting ladder and cutterhead position at a cutting depth of 10 
feet.  This drawing is required to insure that the ladder will not drag when 
dredging in only 10 feet of water. 
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C.  Bid Evaluation.  It is the intent of the Government to secure a dredge 
meeting the requirements set forth in the schedule/specifications. Bids will 
be evaluated, and award will be made on the basis of employment of the plant 
that, in the opinion of the Contracting Officer, will result in the lowest 
overall cost to the Government for the equipment. 
 
 1.  If the bid price and the description of the plant in the bid forms 
indicate that award may be made and lease entered into, the Contracting 
Officer, or his duly authorized representative will make an inspection of the 
plant specified in the bid forms for the lease at any point designated by the 
bidder to determine whether or not the plant is suitable and in satisfactory 
condition to perform the work.  THE BIDDER SHALL HAVE THE PLANT, AS BID, IN 
OPERABLE CONDITION, AVAILABLE FOR THE INSPECTION AT ANY TIME DESIGNATED BY THE 
CONTRACTING OFFICER AFTER THE OPENING OF THE BIDS.  At this time the dredge 
shall be required to operate as intended as necessary for the economical 
performance of the work specified in the contract.  The dredge may be required 
to pump water through not less than one thousand (1000) feet of floating line 
while swinging and rotating the cutterhead.  During this demonstration the 
anchors shall be moved and spuds “walked” as though dredging.  All attendant 
plant shall also operate in the intended and appropriate manner.  The duration 
of the demonstration shall be not more than two hours for each piece of 
equipment and all items of plant may be operated simultaneously at the option 
of the Contracting Officer or his representative. 
 
           2.  If it is found that the equipment is not, in the judgment of 
the Contracting Officer or his duly authorized representative, suitable for 
the purpose intended, or is not in sufficiently sound mechanical condition to 
accomplish the mission, it may not be accepted and the bidder may be rejected 
as non-responsible.  If the deficiencies are of a minor nature, the bidder 
shall be given seven (7) days to correct all deficiencies noted and reported 
to the bidder.  If the deficiencies are not corrected within this period or 
the equipment is not ready for inspection within seven (7) days of bid 
opening, the bidder shall be rejected as non-responsible.  This inspection 
shall not relieve the bidder from the responsibility for the satisfactory 
operation of the equipment during the period of the contract or compliance 
with any applicable regulatory requirements. 
 

3.  Any additions or other alterations of a semi-permanent or temporary 
nature, made to any equipment for the purpose of changing its normal or 
regular dimensions or capacities in order to comply with these specifications 
will cause rejection of the bidder for nonresponsibility. 
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